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Code Finish Length 
(mm)

Gauge 
(mm) Nail Type Box Qty

NITFRBN51280

BRIGHT 
(Service Class 1)

51 2.80 Full Ring Shank 3300 + 3 GAS

NITFRBN63280 63 2.80 Full Ring Shank 3300 + 3 GAS

NITFRBN75310 75 3.10 Full Ring Shank 2200 + 2 GAS

NITPSBN90310 90 3.10 Straight Shank 2200 + 2 GAS

NITFRZN51280

EXOGALV PLUS 
(Service Class 2)

51 2.80 Full Ring Shank 3300 + 3 GAS

NITFRZN63280 63 2.80 Full Ring Shank 3300 + 3 GAS

NITFRZN63310 63 3.10 Full Ring Shank 2200 + 2 GAS

NITFRZN75310 75 3.10 Full Ring Shank 2200 + 2 GAS

NITFRZN90310 90 3.10 Full Ring Shank 2200 + 2 GAS

NITZFRZN51280 51 2.80 Full Ring Shank 1100 + 1 GAS

NITZFRZN63280 63 2.80 Full Ring Shank 1100 + 1 GAS

NITZFRZN75310 75 3.10 Full Ring Shank 1100 + 1 GAS

NITZFRZN90310 90 3.10 Full Ring Shank 1100 + 1 GAS

NITPSZN90310 90 3.10 Straight Shank 2200 + 2 GAS

NITZPSZN90310 90 3.10 Straight Shank 1100 + 1 GAS

NITFRGN63280

HD GALV 
(Service Class 3)

63 2.80 Full Ring Shank 3300 + 3 GAS

NITFRGN63310 63 3.10 Full Ring Shank 2200 + 2 GAS

NITFRGN75310 75 3.10 Full Ring Shank 2200 + 2 GAS

NITFRGN90310 90 3.10 Full Ring Shank 2200 + 2 GAS

NITPSGN90310 90 3.10 Straight Shank 2200 + 2 GAS

NIGAS Exocet Gas Fuel Cell 40g to fit 1st Fix Gun 12

CLIPPED HEAD
For easy loading

DIAMOND TYPE POINT
For instant timber penetration

BRIGHT 
(Service Class 1)

• Economical
• Indoor use
• Limited corrosion 

resistance

Exogalv Plus
(Service Class 2)

• Electro-galvanised to 
min. 12 microns

• Indoor and covered 
outdoor use

• Enhanced corrosion 
resistance

HD Galv
(Service Class 3)

• Hot dipped galvanised 
to min. 50 microns

• Outdoor use
• Enhanced corrosion 

resistance

34o ANGLE
For use with major 1st fix clipped nail guns

BOXED WITH SUFFICIENT GAS
No need to buy spare gas

ANTI-JAM PAPER STRIP
For faster and smoother working

IDEAL FOR WOOD FRAMING, FLOORING & ROOFING

COLLATED NAIL SYSTEM
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Galvanised

• For corrosion resistance

BRAD HEAD
For a concealed finish

1.6MM GAUGE
A stronger hold than a 1.8mm gauge

20o ANGLED OR STRAIGHT VARIANTS
Compatible with 2nd fix angled or straight nail guns

BOXED WITH SUFFICIENT GAS
No need to buy spare gas

SMOOTH SHANK
For easy driving

COLLATED NAIL SYSTEM

ANGLED & STRAIGHT BRADS

Code Finish Nail Type Length 
(mm)

Gauge 
(mm) Gun Type Box Qty

NIBAG16032

GALVANISED

Angled 32 1.6 IM65A/IM250A 2000 + 2 GAS

NIBAG16038 Angled 38 1.6 IM65A/IM250A 2000 + 2 GAS

NIBAG16045 Angled 45 1.6 IM65A/IM250A 2000 + 2 GAS

NIBAG16050 Angled 50 1.6 IM65A/IM250A 2000 + 2 GAS

NIBAG16063 Angled 63 1.6 IM65A/IM250A 2000 + 2 GAS

NIBSG16016 Straight 16 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16019 Straight 19 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16025 Straight 25 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16032 Straight 32 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16038 Straight 38 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16045 Straight 45 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16050 Straight 50 1.6 IM65/IM250 2000 + 2 GAS

NIBSG16064 Straight 64 1.6 IM65/IM250 2000 + 2 GAS

NIGASB Exocet Gas Fuel Cell to fit 2nd Fix Gun 12

IDEAL FOR SKIRTING, ARCITRAVES & PICTURE FRAMING
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